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ABSTRAK 

Kebakaran hutan telah menjadi masalah tahunan di Indonesia yang 

berpengaruh terhadap berbagai sektor kehidupan, seperti gangguan aktivitas 

kehidupan sehari-hari, hambatan transportasi, kerusakan ekologis, dan 

gangguan kesehatan. Dampak kebakaran hutan mengakibatkan asap yang 

menurunkan kualitas udara. Penurunan kualitas udara sampai taraf 

membahayakan kesehatan dapat menimbulkan dan meningkatkan penyakit 

saluran napas seperti infeksi saluran napas akut (ISPA). Namun polutan yang 

paling berbahaya bagi manusia adalah gas karbon monoksida (CO), karena 

dapat mengikat oksigen dalam darah. Paparan udara dengan gas CO dapat 

mengakibatkan keracunan sistem saraf pusat dan jantung. Keracunan ini 

terjadi jika paparan gas CO melampaui batas dari yang bisa di toleransi tubuh, 

yaitu lebih dari 50 ppm. 

Pada skripsi ini, akan dibuat alat Prototipe Alat Reduksi Kadar Gas 

Karbon Monoksida Pada Asap Kebakaran Hutan yang dapat mengurangi 

kandungan gas CO di udara pada suatu ruangan tertutup. Alat ini ditujukan 

untuk membantu masyarakat yang terkena dampak langsung dari asap akibat 

kebakaran hutan, agar tetap dapat menghirup udara bersih di rumah. Bagian 

utama dari alat ini terdiri dari peralatan elektronika berupa mikrokontroler 

Arduino Uno dan sensor MQ7 untuk mendeteksi gas  CO, serta bagian filtrasi 

yang menggunakan bahan karbon aktif. Cara kerja Prototipe Alat Reduksi 

Kadar Gas Karbon Monoksida Pada Asap Kebakaran Hutan cukup 

sederhana yaitu, ketika sensor MQ7 mendeteksi gas CO yang melebihi batas 

normal maka secara otomatis mikrokontroler Arduino Uno akan 

mengaktifkan alat. Kipas akan menyedot udara dari ruangan masuk ke alat 

untuk difiltrasi menggunakan karbon aktif, lalu udara yang akan keluar dari 

alat akan kembali diukur oleh sensor MQ 7 untuk ditampilkan kondisi jenuh 

dari karbon aktif pada LCD. 

Hasil pengujian dari skripsi ini, menunjukan bahwa alat dapat 

otomatis bekerja ketika mendeteksi gas CO diatas 50ppm dan kembali 

standby ketika gas CO dibawah 30ppm. Setelah diujikan secara keseluruhan, 

dengan sistem terseut pada ruang dengan ukuran 3m x 3m x 2,5m maka kadar 

CO dapat berkurang 2ppm/menit. Konsumsi daya alat sebesar 9W saat 

kondisi dan 70,5W saat konidisi beroperasi. 

 

Kata kunci :Asap, Gas CO, Sensor CO, Mikrokontroler, Filtrasi.  
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ABSTRACT 

Forest fires have become an annual problem in Indonesia that affect 

various sectors of life, such as the disruption of daily life activities, 

transportation problems, ecological damage and health problems. Impacts of 

forest fires resulted in smoke that degrade air quality. Air quality 

deterioration to the extent it may cause harm to health and increase 

respiratory diseases such as ISPA. But the most dangerous pollutants for 

humans is carbon monoxide (CO), because it can bind oxygen in the blood. 

Exposure to air with carbon monoxide can cause poisoning of the central 

nervous system and heart. This poisoning occurs when exposure to carbon 

monoxide can exceed the limits of tolerance in the body, which is more than 

50 ppm. 

In this thesis, will be made prototype of device to reduction carbon 

monoxide level on fire forest smoke to reduce the level of carbon monoxide 

gas in the air in a closed room. This system is intended to help people who 

are directly affected by the smoke from the fires, in order be able to breathe 

clean air in the home. The main part of the tool consists of electronic 

equipment in the form of a microcontroller Arduino Uno and MQ7 sensor for 

detecting CO gas, as well as parts filtration using activated carbon material. 

How it works prototype of device to reduction carbon monoxide level on fire 

forest smoke result is simply that, when the sensor detects CO gas MQ7 

beyond normal limits automatically the Arduino Uno microcontroller will 

activate the tool. The fan sucks air out of the room will go into a tool for 

filtered using activated carbon, and then the air going out of the tool will be 

re-measured by the sensor MQ 7 to display saturation of activated carbon on 

the LCD. 

The test results of this thesis, showing that it can work automatically 

when it detects CO gas above 50ppm and returned to standby when the CO 

gas below 30ppm. After the overall device testing, in a closed room with a 

size of 3m x 3m x 2.5m the device can reduce the levels of CO 2ppm / min. 

The power consumption is 9W in current system condition and 70.5W when 

system operates. 

 

Keyword : Smoke, Carbon Monoxide, Sensor MQ7, Mikrokontroller, 

Filtration 

 

 


