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ABSTRAK 

 

Asap Rokok yang dihasilkan dari rokok yang memiliki banyak efek 

negative terhadap tubuh, dampak negative dirasakan tidak hanya oleh perokok 

melainkan juga yang bukan perokok, walaupun sudah disediakan tempat khusus untuk 

merokok tetapi kurang efisien dalam mengurangi asap rokok yang dihasilkan oleh 

perokok. Dalam upaya memberikan kenyamanan terhadap yang bukan perokok agar 

tetap bisa berada di area yang memiliki asap rokok, maka diperlukan sebuah sistem 

yang mampu menetralisir gas carbon dioksida dalam asap rokok dan mudah untuk 

dibawa. Untuk memberikan solusi area yang memiliki asap rokok tersebut maka 

dibuatlah alat pendeteksian, penghisap, dan penyaring asap rokok.  

Alat ini menggunakan sensor gas MQ-7 yang mampu mendeteksi gas 

karbon monoksida (CO) dalam udara terutama ketika sensor mendeteksi gas CO, 

maka akan mengirimkan data digital ke Arduino Nano untuk dikonversi ke satuan 

ppm, serta menampilkannya dalam bentuk indikator warna led merah yang 

menandakan udara kurang baik dan indikator warna hijau untuk menandakan udara 

sudah cukup bersih.  

Performa alat dinilai baik dengan indikasi ppm <20 menampilkan warna 

hijau udara bersih dan indikasi ppm ≥ 20 menampilkan warna merah bila udara kurang 

baik untuk menjalankan sistem pemfilteran asap rokok secara bertahap di dalam alat, 

dimana pemfilteran secara bertahap menggunakan susunan HEPA filter dilanjutkan 

dengan filter karbon aktif, dan yang terakhir menggunakan filter Electrostatic 

precipitators (ESP) sebelum udara dilepaskan kembali ke udara. Alat yang diciptakan 

mampu menyaring partikel asap dengan kandungan gas CO > 20ppm menjadi 3,1ppm 

(mendekati nol) dalam waktu 1 menit sebelum dikembalikan ke luar alat. 

 

Kata Kunci : Asap Rokok, Karbon monoksida (CO), Sensor MQ-7, Arduino Nano 
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ABSTRACT 

 

Cigarette smoke produced from cigarettes has many negative effects on the 

body, the negative impact is not only felt by smokers but also non-smokers, although 

a special place for smoking has been provided and it is less efficient in reducing 

cigarette smoke which one produced by smokers. So to provide comfort for non-

smokers to stay in areas that have cigarette smoke, we need a system that can 

neutralize carbon monoxide gas in cigarette smoke and is easy to carry. Then made a 

detector, suction, and filter cigarette smoke. 

This tool uses an MQ-7 gas sensor which can detect carbon monoxide (CO) 

gas in the air, especially when it detects CO gas, it will send digital data to the 

Arduino Nano to be converted to ppm units, and display it in the form of a red led 

indicator which indicates that the air is low. good and a green indicator to indicate 

the air is clean enough.  

The performance of the tool is considered good with a ppm <20 indication 

showing a green color of clean air and a ppm >20 indication displaying a red color 

when the air is not good enough to run the filtering system as soon as possible in 

stages in the tool, where filtering is gradually using a HEPA filter system followed by 

an activated carbon filter, and the next uses an electrostatic precipitator (ESP) filter 

before re-inventing it into the air. This tool can filter out particles as quickly as 

possible with a gas content of Co > 20ppm to 3.1 ppm (near to zero) with 2 seconds 

before being returned to the outside of the device. 

 

Key Word : Cigaratte smoke, CO(Carbon Monoxide), Sensors MQ-7, Arduino Nano 
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